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2.3. Ground penetrating radar data acquisition and processing

Ground penetrating radar (GPR) is a high-frequency electromagnetic geophysical technology for surface pros-
pecting which has advanced rapidly in recent decades (Daniels, 2004; Conyers, 2017; Trinks et al., 2018). Be-
cause of its productivity, GPR is widely employed in geological, environmental, and archaeological applications 
nowadays. A GPR instrument emits electromagnetic waves to the ground’s subsurface and receives reflected 
impulses from archaeological targets, which can thus be distinguished as man-made objects. Geological enti-
ties, such as soils/rocks, are denoted by variable dielectric permittivity and electrical conductivity. The lower the 
antenna frequency is, the greater the penetration depth is, albeit with reduced resolution.

The geophysical technique of GPR has been applied to search for the objects of the times of the Grand Duchy 
of Lithuania at the Castle (Figs. 6.3, 6.6). The first round of measurements was carried out in 2014 by using a VIY-2 
georadar with a 300 MHz antenna produced by Transient Technologies LLC (Ukraine). We recorded radargrams 
along 6 profiles crossing the yard of the fortress. The second round of GPR prospecting was carried out during 
a 5-day field campaign in December 2022 (Bondar and Vietrov, 2023). Recent GPR measurements in loess-like 
loams proved pre-winter and winter months to be mainly suitable for GRP, due to the lowest water content in the 
deep subsoil. Data were acquired within several long profiles and plots at the courtyard and inside the buildings in 
the continuous mode along the survey lines (Fig. 7). We used a VIY-5-37t (Transient Technologies LLC, Ukraine) 
instrument equipped with ground coupled shielded antennas with nominal middle frequencies of the emitted EM 
wave at 300 MHz and 700 MHz. Data were acquired in the continuous mode along 0.5 m spaced survey lines in 
both perpendicular directions, while using 500 samples per trace, a 240 ns time range, and a constant sampling 
interval of 32 mm along the inline direction. The data were subsequently processed by using standard two-dimen-
sional processing techniques while employing the Synchro3 software (Transient Technologies LLC, 2004). 

Only the 300 MHz radargrams were considered because such a frequency provided sufficient penetration 
depth compared to the 700 MHz radargrams. The processing flow-chart consists of the following steps: (I) zero 
level setting: to determine the depth correctly, it is necessary to match the beginning of the depth scale with a 
certain point of the direct pulse (e.g., the maximum amplitude); (II) wavelet filtering to suppress effectively 

Fig. 7. Radargrams along the D28 profile (for the location, see Fig. 2) showing a reflection from the water pipe in the courtyard.
7 pav. D28 profilio radarograma (vieta pažymėta 2 pav.), parodanti atspindį nuo vandentiekio vamzdžio kieme.
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low-frequency fluctuations and high-frequency noise; (II) the windowed background removal tool subtracts an 
averaged trace from each trace of the profile, with the width of the window for averaging specified by the total 
number of traces; (III) manual gain, to adjust the acquisition gain function and enhance the visibility of deeper 
anomalies. By using the Planner software, the radargrams were subsequently merged into three-dimensional 
volumes and visualized in various ways to enhance the spatial correlations of anomalies of interest. The aver-
age electromagnetic wave velocity was estimated as 0.1 m/ns from the hyperbolic adjustments of the diffraction 
hyperbolas of the known water pipe located at the site (Fig. 7).

3. Results

3.1. GPR survey results and interpretation

3.1.1. Courtyard

The GPR survey was conducted in several profiles crossing the courtyard, and three grids were later merged into 
one (Fig. 8.1). 

Fig. 8. Section 8.1. Topographic plan of Medzhybizh Castle demonstrating locations of GPR survey grids (hatched) and 
selected profiles (red) in the courtyard, as described in the text. Section 8.2. Plan of Sieniawski Palace, demonstrating the 
location of the GPR survey profiles. The interpreted structure (place of a wall) is shown in blue. Section 8.3. GPR survey re-
sults from the Courtyard of Medzhybizh Castle. The selected time slices with their interpretation are explained in the legend 
of Fig. 11. The recognized structures are represented on topographic plan.
8 pav. 1 – Medžybižo pilies topografinis planas su pažymėtomis tyrimų georadaru plotų (brūkšniuota) ir atskirų profilių 
(raudona spalva) vietomis straipsnyje aprašytame kieme. 2 – Sieniawskių rūmų planas, kuriame pažymėti georadaro profi-
liai. Identifikuota konstrukcija (sienos vieta) pažymėta mėlyna spalva. 3 – Medžybižo pilies kiemo tyrimų georadaru rezulta-
tai. Atrinkti horizontalūs pjūviai su interpretacija paaiškinti 11 pav. legendoje. Topografiniame plane pažymėti identifikuoti 
statiniai.
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Some local anomalies of the electromagnetic signal were detected on the radargrams obtained in the court-
yard, with a time interval of 10–80 ns (Fig. 9).

In Figure 9, a–d, the reflections, which could be attributed to the shallow stone structures, are identified be-
cause there is a significant difference in dielectric permittivity between the soil and the stones. Radargram from 
Profiles 1 and 2 (Fig. 9 A,B) revealed responses marked 1 and 4 originating from ‘other objects’, which were 
recommended for excavation.

There are several linear reflections on the radargram at Profile 11, which may indicate the level of refilling 
the area. 

The results of our GPR measurements revealed the continuation of the Western Wall, known from the earlier 
excavations (Толкачов, Купрій, 2021), while stone structures in the proximity of the Carriage House and the 
Southern Wall show up as intense reflections.

Fig. 9. GPR survey results from the courtyard of Medzhybizh Castle. Examples of radargrams with characteristic anomalies 
explained in the Legend of Figure 11. The positions of the corresponding GPR profiles are shown in Figure 8.1.
9 pav. Medžybižo pilies kiemo tyrimų georadaru rezultatai. Radarogramų pavyzdžiai su būdingomis anomalijomis, jos 
paaiškintos 11 pav. legendoje. Atitinkamų GPR profilių padėtis pažymėta 8 pav., 1.
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The GPR time slices of the Courtyard (Fig. 8.3) indicate numerous structures, yet not all of them can be 
provided with an unambiguous interpretation based on the current knowledge. A fragment of a utility pipe at the 
center of the measured area can be identified by a pronouncing linear reflection in a time slice from 70 cm.  As 
mentioned above, this pipe was used to estimate the average velocity of the electromagnetic wave in the ground 
(0.1 m/ns). A slightly more reflective area at the Northeastern corner probably indicates lower soil dielectric 
permittivity due to specific land use in the past (gardening?). The area to the West and North of the church was 
marked as a cemetery after partial excavation in 1993 (Толкачов, Крамарова, 2011). Reflections appear due to 
rubble left after rebuilding the church and later used to backfill the grave pits. The Western part is supposed to be 
younger than the Northern one, as corresponding anomalies appeared at a depth of 70 cm. 

Time slices of the courtyard in the depth interval of 1.6–2.8 m show no anomalies except for the area adjacent 
to the bridge. There is a П-shaped feature located in front of the bridge. Its possible interpretation is a lift bridge 
counterweight chamber. It was accessed from the underground in 2016 during the archaeological investigation 
of the gate. 

Linear anomalies along the Northern and Western walls show a faint contrast with the background on the time 
slice of 3.0 m, which is suggested to be sourced from stone walls and structures. 

3.1.2. Southern Building

GPR measurements inside Sieniawski’s Palace were conducted by a series of profiles, as shown in Fig. 8.2. 
Radargrams collected along profiles S0 and S4 show linear anomalies associated with the contrast structure 7, 
which was initially interpreted as a wall. It shows up in this particular way due to the parallel position in relation 
to these GPR profiles. The hyperbolic anomalies at 42 ms in Profiles S5 and S6 are interpreted as reflections from 
the ‘wall-like’ structure 7, as the profile is located perpendicular to it.

3.2. Archaeological excavation results

Fig. 11 shows all the structures interpreted with the help of GPR radargrams and C-scans, which is a base for 
further excavations and speculations around their origin and chronology of the Castle.

The boundaries of excavations are indicated in red in Fig. 11. In the sector of anomaly 1, a rectangular arched 
masonry building with dimensions of 6.4×5.4×2.8 m was uncovered. The final point of research was the cellar of 
the Oficyna. It was mentioned in the Inventories of Medzhybizh Castle dating back to the 18th century. In 2022, 
archaeological stripping and conservation of the object was realized. 

Fig. 10. GPR survey results from Sieniawski’s Palace. Examples of radargrams with characteristic anomalies are explained 
in the Legend in Fig. 11. The positions of the corresponding GPR profiles are shown in Fig. 8.2.
10 pav. Tyrimų georadaru rezultatai iš Sieniawskių rūmų. Radarogramų pavyzdžiai su būdingomis anomalijomis, jos 
paaiškintos 11 pav. legendoje. Atitinkamų GPR profilių padėtis pažymėta 8 pav., 2.
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Anomaly 2 records the central part of the Western Wall of the Lithuanian Castle (see Fig. 12.2). The surface 
of the Western Wall was in the zone of excavations and test pits at different times. Hence, its structure has been 
traced in general. According to the results of archaeological research, the plan of the wall corresponds to the 
scheme of the Lithuanian Castle, which was drawn by E. Lopushynska. 

In zone 3, in the central part of the Lithuanian Castle, an unknown masonry structure measuring a total length 
of 36 m was discovered. It is located along the Northern façade of Sieniawski’s Palace (Figs. 13.1, 13.4). The 
structure is built like a wall which is 1–1.5 m wide. From the Southern side, it rests on nine brick rectangles 
measuring 2×1 m. They are designed together with the Northern façade of the Palace. The building is constructed 
of natural limestone blocks. Its masonry is made with clay and limestone mortar. According to archaeological 
stripping in two sections at the bottom of the structure, it is possible to state that it has a height (or depth from top 
to bottom) of 5–6 m (Figs. 13.2, 13.3). One more feature of this facility is a colonnade platform along the Palace 
façade. On top of the structure, there were two lower parts of columns which were carved from limestone. The 
object was discovered and studied in 2019–2021. 

Fig. 11. Lithuanian Castle superimposed on the modern plan of Medzhybizh Fortress. Interpretation scheme of GPR survey 
results. 
11 pav. Medžybižo pilies lietuviškoji dalis, pažymėta dabartiniame pilies plane. Tyrimų georadaru rezultatų interpretacinė 
schema.
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Fig. 12. Anomaly 2. Objects outside of the Western Wall (central sector). Section 12.1. Ground cemetery. Section 12.2. 
Outer contour of the Western Wall. 
12 pav. Anomalija 2. Objektai vakarinės sienos išorėje (centrinėje dalyje). 1 – kapinės. 2 – vakarinės sienos išorinis kontūras.

Fig. 13. Object detected at the site of anomaly 3. The wall with buttresses is located along the façade of the palace. Section 
13.1. Western part of the excavation. Section 13.2. Excavated part of the wall (depth 5 meters). Section 13.3. Buttress of the 
wall, built from the façade of the Palace (depth 5 meters) (Photo by V. Vietrov).
13 pav. Anomalijos 3 vietoje aptiktas objektas. Siena su kontraforsais prie rūmų fasado. 1 – vakarinė kasinėjimų dalis. 2 – 
atkasta sienos dalis (gylis 5 metrai). 3 – sienos kontraforsas, pastatytas prie rūmų fasado (gylis 5 metrai) (V. Vietrovo nuotr.).

Anomaly 4 recorded an arched masonry structure. That was partially filled with soil and construction debris. 
The object is an arch gate. It is built into the Eastern Wall of the Lithuanian Castle between two buttresses 10 
meters East of the Eastern Building. Adjacent to the arch is an arched masonry underground passage, which goes 
from the Eastern Wall to the West into the Lithuanian Castle. The height of the structure is 2–2.5 m, and it is 
2–3 m wide. These data are approximate because the object has not been investigated yet. It was believed that the 
length of the passage was no more than 10 meters, but the radargram recorded an anomaly several meters further 
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in the Westerly direction. In 2021, under archaeological supervision, a trench for laying modern communications 
up to 3 meters deep was made. The edge of the trench determined that the length of the masonry structure is more 
than 12 m. Thus, this previously unknown part of the structure was recorded on the radar.

Anomalies 5 and 6 are located 60 meters West of the Western Wall of the Lithuanian Castle. When planning 
the location of the stratigraphic sections in 2020–2021, we took into account the radar survey data and planned 
the stratigraphic trenches in such a way that they would include anomalous zones. In 2021, we laid two strati-
graphic sections with a length of 18 m and a depth of 3–4 m. Fragments of rubble masonry on limestone mortar 
were recorded in the Southern part of the Western section. In its cross-section, the masonry measures 3.0×1.5 m. 
At a distance of six meters to the Northeast, another rubble masonry measuring 1.0×0.5 m was recorded. We can 
see that both masonry structures are later in terms of the timeline. They cut through the 12th–15th century layer, 
destroying it. Their archaeological stripping gives a clear idea of what the late objects in the layer of the Lithu-
anian Castle’s existence would look like.

Anomaly 7 is located within the Southern Building of the Lithuanian Castle. It was discovered during radar 
surveying in the Southeastern part of the basement (underground) tier of Sieniawski’s Palace. The radargram was 

Fig. 14. Anomaly 7. Anomaly sizes are indicated with tape. Section 14.1. Western side of the trench. Section 14.2. Vertical 
cracks along the edges of the anomaly. Section 14.3. Eastern side of the trench. Section 14.4. Crack along the Southeastern 
edge of the anomaly (Photo by V. Vietrov).
14 pav. Anomalija 7. Anomalijos dydis matomas liniuotėje. 1 – vakarinė perkasos pusė. 2 – vertikalūs įtrūkimai išilgai 
anomalijos kraštų. 3 – rytinė tranšėjos pusė. 4 – plyšys palei pietrytinį anomalijos kraštą (V. Vietrovo nuotr.).
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interpreted as a wall running from East to West, parallel to the South Wall. To fix the found object, a 6×2 meter 
trench to a depth of 1.5 m was laid across its long axis (Fig. 14).  

Excavations determined that the anomaly indicated a section of loess soil of a width of 1.3 m. The section 
is observed in both walls of the trench (Fig. 14). Its boundaries are marked by vertical cracks in the loess soil. 
These cracks can be seen especially clearly on the Western side of the trench (see Figs. 14.1, 14.2). The internal 
volume, between the cracks, is extremely dense. 

4. Discussion

During the restoration and museumification of medieval castles, decisions are mainly made and substantiated by 
archaeology data. Usage of GPR scanning is an integral part of the current level of archaeological research. In 
connection with this, several methodological and exclusively technical issues arise. In the course of the archaeo-
logical research in Medzhybizh Castle (a monument of archaeology and architecture of the 12th–18th centuries), 
work in this direction has been done. The work was complicated by multiple changes in the architectural plan 
of the Castle and its Courtyard. The level of the daytime surface in some areas has changed by 3–8 m over the 
past 500 years. The use of ground-penetrating radar scanning data has significantly contributed to the planning 
of archaeological excavations. Also, when carrying out geophysical and archaeological works, questions arose 
concerning the accuracy of topographic references and their correlation with satellite survey materials.

The use of the ground-penetrating radar in the research on the core and the site in the Western part of the 
Lithuanian Castle provided extensive information and raised various questions. Most of these problems can be 
solved only by field archaeology. Of course, it is desirable to excavate the entire area of the Castle yard. How-
ever, considering the 3D model of the Lithuanian Castle, where the current level of the soil is shown with a red 
ribbon (see Fig. 2), it is easy to understand how grandiose the task is. In this way, the ground-penetrating radar 
makes it possible to obtain at least partial information about objects buried in this layer of soil. 

In this regard, interpretations of objects associated with the Southern Building (anomalies 3 and 7) are prom-
ising. Anomaly 3 recorded the huge stone wall, resting on nine 2.0×1.2 meter rectangles built into the structure 
of the Northern façade of the Southern Building. Its length is 36 meters, and it is 5 meters high. The dating of this 
structure brings us to the 14th–15th century, which can be based on the analysis of construction technologies. The 
wall masonry is mainly made of clay mortar. However, we do not find such archaic technology in the building 
structures of Medzhybizh Castle of the 16th–18th centuries. 

The South House itself (and later, after the construction of two more floors, Sieniawski’s Palace) was built be-
tween two long parallel walls – the Northern façade (represented by a double wall – see anomaly 3) and the South-
ern Wall. Probably at the time of its construction and existence, the Southern House had a different internal layout 
than the modern basement floor of Sieniawski’s Palace. This assumption is related to the interpretation of anomaly 
7. Compaction of the soil and cracks in it (Fig. 14) is associated with a significant external load on the soil. The 
linear nature of the anomaly, its width of 1.3 m, and the orientation of the long axis parallel to the Southern Wall, 
indicate the probability of the existence of a stone wall here, which imposed a load onto the soil. Due to this load, 
cracks appeared in the soil. Over time, during the redevelopment of the building, the wall was dismantled, and we 
are left with only specific damage to the soil. We can say that, with the help of the GPR, we saw ‘a shadow’ of the 
former wall. It is also possible that the destruction of soil may be the remains of a shallow building pit of the wall, 
which was filled with the same loess soil later. As for the dimensions of the wall, based on the size of the anomaly, 
the width of 1.3 m is ordinary for buildings of that time. However, the length of the anomaly, which is about 20 
m, may not be the total length of this wall. The Eastern end of the anomaly, if it extended beyond the boundaries 
of the Palace, could have been destroyed during the archaeological stripping of the space between the Palace and 
the tower in 2019. At the time of GPR surveys, the ground level between the Eastern wall of the Palace and the 
Eastern Tower was already significantly below the anomaly marks. As for the Western end of the anomaly, it was 



239

STRAIPSNIAI / Viktor Vietrov, Kseniia M. Bondar. Ground Penetrating Radar Survey of the Lithuanian Part of Medzhybizh Castle

likely destroyed during the archaeological stripping of the basements in 2017. The fact is that, in terms of the task 
of the restorers, the soil from the basement was selected to an artificial level that corresponded to the doorways of 
the 16th and 17th centuries. At the same time, the Palace is located on a site which features a natural bow to the East 
and South. During the construction of the Southern Wall, the height difference of the hill was levelled by gradually 
lowering the level of the foundation by ‘steps’, the depth of which corresponded to the terrain. Thus, in the 14th and 
15th centuries, the level of the soil on the floor in the Southern Building was completely different from that of our 
time (i.e., if comparing the present with the 16th and 17th centuries). This hypothesis is confirmed, for example, by 
the absolute heights of the lower level of the loopholes of the 15th century preserved in the Southern Wall (in the 
space of the Southern Building). Counting from East to West, the level of the loopholes is 275.9 m, 276.1 m, 276.4 
m, 278.1 m, and 278.2 m. That is, the drop in the level of the floor of the South Building from East to West in the 
14th and 15th centuries was about 3.5 meters, with an increase in the level towards the West. Thus, the Western end 
of the anomalies was probably destroyed by us during the levelling of the modern floor of the Palace. So, it is likely 
that the wall (which destroyed the soil under it) was dismantled over time when the internal layout of the Southern 
Building was changed. It is not unusual that, at the first stage of construction, instead of the Southern Building, there 
could have been a long Barbican in this place. It went from the Eastern Tower to the Western Gate of the Lithuanian 
Castle. Thus, the indicated wall could actually be the Northern Wall of the long Barbican.

Anomaly 4 is represented by a gate with a masonry passage. The total length of the object is currently un-
known. The masonry passage may continue into the middle of the courtyard of the Lithuanian Castle. However, 
it should be noted that this construction probably cannot be dated to the 14th–15th centuries. The lower level of 
the gate and the masonry passage are several meters higher than the level of the ‘daylight surface’ of the court-
yard in the 14th and 15th centuries. The masonry structure itself can be dated to approximately the 18th century. 
This system was used to drain surface water from the courtyard of Medzhybizh Castle. It has been performing 
this function until now.

Anomalies 5 and 6 have a clear interpretation. They are not related to the time of existence of the Lithuanian 
Castle. These are fragments of the basement of a dwelling near the defensive wall, mentioned in the Inventories of 
Medzhybizh Castle in the second half of the 18th century. This entity existed until the beginning of the 20th century. 
For us, the study of its basement is important from the point of view of construction methods. It is also significant 
to see what the later structures, cutting into the stratigraphic horizons of the 15th and 17th centuries, would look like. 

A series of anomalies on site 2 can be considered the most complex issue to be interpreted. The close location 
of the fortification ditch, the Western Wall of the Lithuanian Castle, the soil burial ground and the underground 
masonry passage significantly complicate the interpretation. Undoubtedly, there is a need for continued field 
work. Previous studies have not determined the time of existence and the functional purpose of the stone structure 
with the underground gallery. Perhaps this is the stone plinth of the Tower, which was part of the defensive 
system of the Lithuanian Castle. 

A masonry stone cellar is anomaly 1. Judging by the materials of its excavations, it dates back to the 18th 
century. However, its location (in the middle of the defensive ditch of the 12th–15th centuries, or in close vicinity 
to this timeframe) raises questions requesting a more detailed field study of this area.

5. Conclusions

GPR survey was capable of seeing elements of the ancient architecture of Medzhybizh Castle under up to 3 m 
thick horizon of debris and soil. Careful comparison of geophysical and archaeological investigations created a 
base for delineation of a possible area used and built up near the castle in the Lithuanian period. 

We believe that the recent findings will help to draw the attention of the State Cultural Administration bodies 
to geophysical methods as important tools to verify the structure and reveal the presence of possible hidden 
elements in architectural monuments, thereby contributing to their proper restoration. 
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Medžybižo lietuviškojo laikotarpio pilies tyrimai georadaru

Viktor Vietrov, Kseniia M. Bondar

San t r auka 

Straipsnis pristato Medžybižo pilies (Vakarų Ukraina) geofizikinius tyrimus ir identifikuotas archeologines struktūras. 
Daugiau kaip 50 metų trukę architektūriniai tyrimai ir restauracijos darbai atskleidė XIV–XV a. statytos pilies dalį, kuri, 
kaip manoma, yra susijusi su lietuviškosios pilies raidos laikotarpiu. Pagrindinė problema tiriant lietuviškąją pilį yra tai, kad 
XVI–XVIII a., pertvarkant pilies kiemo paviršių, visos rytinės pilies dalies struktūros buvo užverstos žemėmis. Šiuo metu 
šios struktūros yra dviejų–aštuonių metrų gylyje.  

http://viy.ua/e/software/synchro.htm
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Įprastai Medžybižo pilies statybos etapai buvo nustatomi ribotais archeologiniais tyrimais, kurie buvo atlikti 1985– 
2022 m. Tokia metodika yra nepakankama, kad užfiksuotų visą po žeme slypinčių struktūrų įvairovę. Šis trūkumas lėmė 
restauravimo klaidas ir problemišką Medžybižo pilies architektūrinio ansamblio vaizdavimą. 

Dėl šios priežasties kiemo teritorijoje ir pastatų viduje buvo nuspręsta taikyti skenavimą georadaru. Iki šiol atlikti du 
tyrimai georadaru pilies kiemuose, įskaitant lietuviškąją jos dalį.

Tyrimai georadaru buvo atlikti naudojant dviejų dažnių (300 ir 700 MHz) prietaisą. Atliekant matavimus pavyko 
identifikuoti Medžybižo pilies architektūrinius elementus, kuriuos yra užkloję iki 3 m storio nuolaužų ir grunto sluoksniai. 
Radarogramoje, kertančioje kiemą, buvo matyti keli linijiniai atspindžiai, greičiausiai žymintys užpylimo lygius. Iš 
radarogramų nustatytos galimos lietuviškosios pilies struktūros, kurios vėliau buvo archeologų kasinėtos. Tarp jų ryškiausia 
yra lietuviškosios pilies vakarinė siena, žinoma iš ankstesnių metų kasinėjimų. Pilies kieme rasta sudėtinga sienos struktūra, 
besitęsianti palei šiaurinį rūmų fasadą, 36 m ilgio. Šalia jos užfiksuotas grindinys ir nenustatytos paskirties pastatų pamatai. 
Šioje vietoje dar nebuvo atlikti detalūs archeologiniai kasinėjimai. Atlikus tyrimą georadaru dabartinių rūmų grindyse, 1,8 m 
gylyje po grindimis aptiktos linijinės struktūros.

Tai, kad archeologinių tyrimų metu rasta XIV–XV a. radinių, patvirtino, jog identifikuoti objektai yra susiję su 
lietuviškuoju pilies gyvavimo laikotarpiu. Georadaru nustatyti vėlesnio laikotarpio architektūriniai objektai, patenkantys į 
tyrimų teritoriją, taip pat reikalauja dėmesio.
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